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MaintenanceandUpdateFrequency (ECS)
Field Definitions are Available Here

Metadata Level

Collection

Data Type

varstring(80)

Obligation

Mandatory if applicable

Description

The frequency with which changes and additions are made to the collection after the initial dataset begins to be collected/processed.

Sample Value

As Needed

Dependent Attributes

In Process.

Sample Value

As Needed

ECS Attribute Definition Comments

In Process.

ECS Path

METADATA > COLLECTIONMETADATA > SingleTypeCollection.MaintenanceandUpdateFrequency

ISO XPath

/gmi:MI_Metadata/gmd:identificationInfo/gmd:MD_DataIdentification/gmd:resourceMaintenance/gmd:MD_MaintenanceInformation/gmd:
userDefinedMaintenanceFrequency/gts:TM_PeriodDuration

Notes

None.

Theme

Identification Information

Downloadable Spreadsheet (All required ECS attributes)

Media:ECS_Wiki_July2012.xls

https://wiki.earthdata.nasa.gov/display/NASAISO/ECS+Attribute+Field+Definitions
http://gmdidentificationInfo
http://gmdidentificationInfo
https://wiki.earthdata.nasa.gov/download/attachments/6226665/ECS_Wiki_July2012.xls?version=1&modificationDate=1356991186000&api=v2
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